30901
MATERI AL SAFETY DATA SHEET

| . |1 DENTI FI CATI ON
MANUFACTURED BY: O d Masters REVI SED: 08/ 06/ 2007

1900 Al bany Pl ace SE PRI NTED: 08/ 12/ 2007
Orange City, 1A 51041
General | nformation:
24 Hour Energency Tel ephone Mon-Fri 8 AM- 5 PM
CHEMIREC 1- 800-424-9300 712- 737- 4993

TRADE NAME: OM Paste Wax

MFG. PRODUCT NUMBER: 30901
1. HAZARDOUS | NGREDI ENTS

CAS #8052-41-3 Ali phatic Hydrocarbons W % 70
ACG H TLV: 100 ppm TWA ACGA H STEL:
OSHA PEL: 500 ppm TWA OSHA CEI LI NG OSHA PEAK:
VAPOR PRESSURE: 2.00 mm Hg LEL%

CAS #8006-64-2 Tur penti ne W % 10
ACG H TLV: 100 ppm TWA ACG H STEL:
OSHA PEL: 100 ppm TWA OSHA CEI LI NG OSHA PEAK:
VAPOR PRESSURE: 4nmmHg@0C LEL% .8

I11. PHYSI CAL DATA
BO LI NG RANGE: 313-338° F

EVAPORATI ON RATE: * slower than ether *
PERCENT VOLATI LE BY VOLUME: 80% VElI GHT PER GALLON: 6.4 LBS
VAPCOR DENSI TY: * heavier than air *

ACTUAL VOC (Ib/gal): NA
EPA VOC  (Ib/gal): NA EPA VOC (g/L): N A

| V. FI RE AND EXPLCSI ON HAZARD DATA
FLASH PO NT: 39° C 102° F LEL: Refer to Section I

FLAMVABI LI TY CLASSI FI CATI ON: CLASS ||
HAZARD CLASSI FI CATI ON: *Conbusti bl e Li qui d* CORROSI VE

EXTI NGUI SHI NG MEDI A: Wat er Fog, Dry Chem cal, Foam Carbon
Di oxi de

UNUSUAL FI RE AND EXPLOSI ON HAZARD: None

SPECI AL FI RE FI GHTI NG PROCEDURES: Use water to keep cl osed containers cool .



30901
V. HEALTH HAZARD DATA

THRESHOLD LIM T VALUE: See Section I1.

EFFECTS OF OVEREXPOSURE:
ACUTE- Possible eye, skin and respiratory tract irritation
CHRONI G No Dat a.

VEDI CAL CONDI TI ONS PRONE TO AGGRAVATI ON BY EXPOSURE: *None*
PRI MARY ROUTE(S) OF ENTRY: Eyes, Ingestion, Skin, Inhalation

EMERGENCY AND FI RST Al D PROCEDURES: | nhal ation - Renove to fresh air.
Eyes - Flush imediately with fresh
water for 15 m nutes.
Cal | a physician.
Ski n- Wash thoroughly with soap and
wat er

VI. REACTIVITY DATA
STABI LI TY: *stabl e* HAZARDOUS POLYMERI ZATI ON: *wi |l | not occur*

| NCOVPATI BI LI TY: Material can react violently with strong oxidi zi ng agents

HAZARDOUS DECOVPOSI TI ON PRODUCTS: Fire, burning and wel di ng may generate
car bon nonoxi de.
CONDI TIONS TO AVAO D:  None

VI1. SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN I N CASE MATERI AL | S RELEASED OR SPILLED: If nolten, allow
to solidify.

WASTE DI SPOSAL METHOD: Di spose of in accordance with |local, state, and
federal regul ations.

VI11. SPECI AL PROTECTI ON | NFORVATI ON
RESPI RATORY PROTECTI ON:
If air concentrations above the TLV are possible, wear a
NI OSH MSHA approved respirator.

VENTI LATI ON: Provi de general dilution or |ocal exhaust ventilation in
vol une and pattern to keep TLV and LEL of nbst hazardous
i ngredient in Section Il, below acceptable Iimt.

PROTECTI VE GLOVES: Required for those with extrene senstivity.

EYE PROTECTI ON. Safety gl asses.

OTHER PROTECTI VE EQUI PMENT: *none*



30901
HYA ENI C PRACTI CES: See Section V

I X. SPECI AL PRECAUTI ONS
PRECAUTI ONS TO BE TAKEN | N HANDLI NG AND STORI NG
Do not store near heat, sparks, or flane.

OTHER PRECAUTI ONS: * none *

Thi s product contains no reportabl e Hazardous Air Pol |l utants.




